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Precision Colorimeter
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New upgrade (L 3o
more accurate —

® CMOS dual optical path sensor

® Dual positioning: light positioning, cross positioning

® Dual measurement face: large and small area measurement
® New integrating sphere design, more stable measurement

® Equipped with rechargeable high-capacity lithium-ion battery

Easy to use Long life LED Accurate measurement  High configuration
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PRODUCT FEATURES
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. Built-in white plate parameters. No need to calibrate each time which realizes rapid measurement.

. Double Locating: lluminating locating and precise cross locating.

. Switchable Double Measurement End face: Large area stable end face and small area measurement for concave-convex end face.
. New Integrating Sphere Optical Path Design: Eliminating the stray light of main optical path and auxiliary optical path.

Having the advantages of the highest measurement stability and precision.
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APPLICATION INDUSTRY

. 4mm Measuring Aperture: suitable for more measurement circumstances.

. Equpped with rechargeable high- capacity Li—-ion battery. No need to purchase battery repeatedly.

. Configure software. Connect PC computer to realize more functions.

. Having passed SCM Metrological Certification, CE Certification, and ISO9001 Quality Management System Certification.
. Hand -head structure: small and convenient; make the measurement easier.

. Exquisite appearance: adopts traditional and fashionable aesthetic designs.

OPTIONAL ACCESSORIES

Optional accessories: The instrument is equipped with a variety of optional accessories; Such as micro printer, powder test box; Meet

more measurement needs.

Microprinter
Easy to carry, without computer can be continuously printed out the

measurement of various parameters, easy to save. 5

SPECIFICATION PARAMETER

Model: NR110+

Viewing Geometry: 8°/d
Standards compliant: CIE No.15,GB/T 3978

llluminating: Full spectrum LED illumination
Sensor: CMOS dual optical path sensing
Measuring Aperture: ®4mm flat, D4mm sharp
Color Space: CIE LAB,LCh,XYZ

Color difference formula: AE*ab

Observation angle: CIE 10° Standard Observer

Light Source: D65

Display: Chroma value, color difference value/map,
pass/fail result, color bias

Measure time: 1.5s
Repeatability: Standard deviation within AE*ab 0.08
Average of 30 measurements of standard white plate
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Powder test box
Easy to use, focused on powdered target
measurement.

Errors Between Each Equipment: <0.40AE*ab
Dimension: 205x67x80mm

Weight : About 400g (including battery)

Power source : lithium-ion battery 3.7V@3200mAh
Lamp Life : 5 years, more than 1.6 million measurements
Screen : TFT true color 2.4inch@(16:9)

Data Interface : USB

Locating Method : Spot positioning, camera positioning
Storage : 100pcs standards 20000pcs samples

PC software: Color Management Software

Standard accessories: Power adapter, operation manual,
quality management software (download from official website),
data cable, wrist strap, whiteboard box,4mm Measuring aperture

Optional accessories: Micro printer, powder test box

GUANGDONG THREENH TECHNOLOGY CO., LTD.

Test Charts

Spectrophotometers  Colorimeters  Haze Meters  Gloss Meters
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Light Booths

#*CONTACT US
web:www.3nh.com

(@) Tel:0086-020-82880288

Email:3nh@3nh.com

Add: 6-8th floors, Building B33, Low Carbon Headquarters Park,
Xincheng Road No.400, Zengcheng District, Guangzhou,
Guangdong Province, China
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